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PROFINET

 

With the 4-port-managed PROFINET switch, PROFINET partici-
pants can be connected saving time and costs.
With a GSDML file, you integrate the 4-port switch into your 
automation environment as usual. The compact and industry-
compatible design for DIN rail installation convinces, as does the 
web interface for configuration and diagnosis. It is also possible to 
carry out a diagnosis and/or configuration via Telnet, SSH or USB.
The supported PROFINET protocols, such as LLPD, DCP or even 
diagnosis alarms, can be easily configured and administered. The 
transmission speed of up to 100 Mbit/s, which can be defined for 
each port, is as much a standard feature as the PROFINET Con-
formance Class B and the MRP Client for transmission security 
through ring redundancy.

PROFINET FUNCTIONS
∙∙ Allocation of a network configuration on the basis of the 
device name 

∙∙ Definition of the transmission process and speed of a port 
(auto-negotiation or fixed setting up to 100 Mbits/s full-
duplex)

∙∙ Activate/deactivate port 
∙∙ Set DCP/LLDP boundary for a port 
∙∙ Set up PROFINET switch as MRP client 
∙∙ Device exchange without programming device

FEATURES
∙∙ PROFINET Conformance Class B
∙∙ Managed Switch with 4x100 Mbps RJ45 Ports
∙∙ Integration into the automation network with GSDML file
∙∙ Quick and easy configuration and diagnosis via web inter-
face or PROFINET

∙∙ Configuration via command lines (Telnet, SSH, USB)
∙∙ LLPD, DCP, SNMP, diagnosis alarms
∙∙ Media redundancy: MRP client via ports 1+2
∙∙ Port mirroring
∙∙ Network statistics (frames and errors)
∙∙ Time synchronization via SNTP
∙∙ Firmware updates via web server
∙∙ Compact, industry-compatible design for installation on 
DIN rails

PROFINET Switch, 4-port, managed
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(incl. Quick Start Guide)
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PROFINET

TECHNICAL DATA

Dimensions (D x W x H) 35 x 59 x 75 mm

Weight 250 g

Number of inputs/switching point 2/DC 24 V, as per DIN EN 61131-2 Type 2

PROFINET interfaces
∙∙ Protocol PROFINET IO as defined in IEC 61158-6-10

∙∙ Physical layer Ethernet

∙∙ Transmission rate 100 Mbps, full-duplex

∙∙ I/O image size Up to 1440 bytes

∙∙ Connector 4 x RJ45, integrated switch

∙∙ Features Conformance Class B; media redundancy (MRP); 
Automatic addressing/topology detection (LLDP, DCP)

USB interface USB 2.0, mini USB

Status indicator 4 LEDs

Current draw Max. 250 mA with DC 24 V

Ambient temperature 0 °C … +60 °C (-20 °C … +70 °C in development)

Transport and storage temperature -20 °C … +60 °C

Protection rating IP20

Certifications CE, GCF, FCC, PTCRB, IC

Application example for PROFINET Switch, 4-port, managed


